
Wall-mounted External Maintenance Bypass 
GENERAL CHARACTERISTICS 30K MBS

Nominal current 63A
Max  voltage 440VAC
Frequency 50 or 60 Hz
Isolation voltage 660 VAC

Intput Terminal (Ph-N+G)
Output Terminal (Ph-N+G)

 6AWG for phase wires 
 4AWG for Neutral wire 

Dimensions D x W x H (mm) 463x300x300
Net weight (kg) 10,5

Humidity 0-95% relative humidity @ 0-40° non condensing

Standart CE RoHS

Low voltage (Safety) EN 60950-1

Compatibility Galleon 10-30K
Warranty 2 years

CONNECTION

Recommended wires

PHYSICAL CHARACTERISTICS

SALES INFO

NORMS

EMC (Electromagnetic 
compatibility)

EN 55022:2006+A1:2007 / EN 55024:1998+A1:2001+A2:2003

ENVIRONMENT







Certificate No. AN 50267459

Certificate Type:

Certificate Holder:

SHENZHEN ZIHENG TECHNOLOGY
DEVELOPMENT CO., LTD.

Certificate Number: A 6

Order Number: 33 3

Certified Product:
63

Fulfilled Standards:

6 3 A
6 A

Issue Date: 3 3
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